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NOTICE DE MONTAGE DU
PARATONNERRE SATELIT © 3

Corps Satelit ® 3

X1
o l .l

Pointe X 1

Rondelle

Clé AllenX 1 Bouchonxl VisX1
Grower X 1
Certificat
de

garantie

ﬁé% m Y
Sy oo messien

Collier de .
liaison X1 Batterie Certificat de Garantie

1- Connecter
la batterie et

placer le
bouchon

34

ASSEMBLAGE

5 —Serrer la pointe

Utilisez 2 clés plates
pour serrer la pointe

4- Placer la
rondelle Grower

)

3 - Serrer la vis

e

2 - Visser le mat

INSTALLATION

2- Placer le
collier de liaison
pour serrer les
conducteurs sur

le mat Conducteurs

1 - Mise en place
du PDA sur le Mat




Satelit ® 3 INSTALLATION GUIDE

TipX 1

o

Joint ring
X1

=

Collar clamp
X1

- )

Allen wrench X 1

4

Battery
x1

Satelit ® 3
Body X1

Cap x1

Screw X 1

Certifica
tde
garantie

Warranty certificate

34

L
1- Connect

the battery
and place
the cap

ASSEMBLY

4 - Tighten the tip

Use 2 flat keys to
tighten the rod

17

<

4- Place the
joint ring

)

3 - Tighten the srew

2 — Screw the mast

INSTALLATION

=

2- Place the collar
clamp to tighten the
down conductors on
the mast

Lightning

conductors
1- Place the ESE

on the mast >




