
  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Reference:  TESTPERCAB TESTERSAT+G2 

Material:  GF87T glass fiber- Aluminum ABS UL94V0 

Protection:  / IP54. 

Composition: 
8 adjustable elements, a hook and a wired 

crocodile clip. 

Portable case equipped with a wired 
crocodile clip 

Dimensions (mm): 1850 to 8700 x Ø100 max  170 x 86 x 34 

Weight (in kg): 3,5 0,200 

Supply / Battery 9-volt, type PP3 

Standards: NF C 17-102 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Technical datasheet 
Fiche technique Foudre 
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Test perch + Satelit+ G2 tester  In compliance with NF C 17-102 standard 

 

 

Telescopic perch composed of 8 separately adjustable elements. 
 

It is designed for checking lightning rods from a terrace until 8 meters of height or from a lifting stand.  
 

It is equipped with a rubber grip designed to fit perfectly in the hand for better ergonomics.  
 

A 8 m cable is fixed along the perch. It is plugged to a contact hook allowing to connect to the tip of the 
lightning rod. 

 
At the other end, a “banana” plug of 4mm allows the connection to the Tester for Satelit+G2 
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mailto:contact@duval-messien.fr
http://www.duval-messien.fr/

